
Gyroscope Flight Controller Simple Instruction 简易使用说明

设备安装  Equipment installation

模式选择/模式说明Mode selection/Mode description

将飞控设备长边与机身平行，标签面超上，尽量靠近重心和中心线
处粘牢。
Place the long side of the flight control device parallel to the 
fuselage, the label surface upwards, and as close to the center 
of gravity as possible and glue firmly at the center line.

信号灯状态
Signal Light

Mode-1
副翼平衡模式

Aileron Balance Mode

滚转速度-限制
Roll speed - Limited

滚转速度-限制
Roll speed - Limited

信号灯状态
Signal Light

Mode-2

Aileron Lock Mode

副翼锁定模式

信号灯状态
Signal Light

Aileron Enhancement 
           Mode

Mode-3
副翼增强模式

HOLD

滚转速度-快
Roll speed - Fast

HOLD



感度设置Sensitivity setting

信号灯状态
Signal Light

Wind Resistant Mode

抗风模式

Mode-4

CH5 复位开关
CH5 Momentary

信号灯状态
Signal Light一键救机模式(飞控正常工作中)

One-click Rescue Mode
(When the flight control 
department is working normally)

Mode-5

One-click Rescue Mode
Horizontal Tail Reverse

一键救机模式---水平尾翼反向
Mode-5R

信号灯状态
Signal Light

Manual Mode 

Mode-off
手动模式

模式-三角翼 模式-V尾
Mode - 
Delta wing Mode- V-tail

滚转速度-极快
Roll speed - 
Extremely fast

HOLD

Working voltage ：4.5-6V
Response frequency ： 100Hz 
Working temperature : 0-50℃
Size : 43*28*15mm 
Weight: 11g    

Product specifications

1.The voltage drop caused by the use of the servo may affect the 
stability of flight control. Please pay attention to ensure a stable 
working voltage.
2.For Delta wing/V-tail models, please turn off the internal mixing 
control of the remote control firstly.
3.If micro adjustments are made during flight, please perform power 
off and restart or neutral point calibration after landing.

Notice in first use

Gyroscope Flight Controller 

Not suitable for children 
under 14 years.

详细设置请扫描二维码查看
Please scan the QR code 

for checking detailed setting

打开/关闭垂尾姿态保持功能
Turn on/off the vertical tail 
posture maintenance function

https://www.lindinger.at/de/Flugzeuge/Flugzeug-Zubehoer/
Stabilisierungssysteme/PLANET-HOBBY-3-Achs-Gyro-fuer-

Flaechenflugmodelle/9797485




